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TOWEL RACK MATERIALS
WALL FLANGE— 20 Gauge (1mm) stamped Stainless Steel plate.
TUBING— 18 Gauge (1.2mm); Stainless Steel Tubing - 0.75” (19mm) diameter.
CROSS TUBING— 20 Gauge (1mm); Stainless Steel Tubing - 0.375” (9mm) dia.
STRUCTURAL ATTACHMENTS— Threaded Structural Inserts 1” (25mm) long are in-
stalled in Tube Ends to receive 1/4-20 x 1.25” Stainless Steel Screw. Concealed Filler
Plates are Structurally Engineered zinc cast 1/4” x 1 1/8” x 7 1/2” ( 6mmX28mmX190mm).
FINISH— Stainless Steel is polished to a CHROME MIRROR appearance.

MASTER ANCHOR MATERIALS
SCREWS— 8-32 X 3.5” Stainless Steel Machine Screw.
FACEPLATES & WINGS— Fire Retardant Structurally Engineered Plastics.
TAPE— 3M Double Sided Watertight Tape.

SPECIFICATION
INSTALL THE MASTER RACK WITH THE SUPPLIED MASTER ANCHORS by WINGITS
WMRBS24 (24”) or WMRBS18 (18”)

Installation of the MASTER Rack with the MASTER Anchor is GUARANTEED!
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